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Pressure at room temperature in laboratory / Nominal values without considering manufacturing tolerances.
Depending on technical developments, specifications may be modified without advance notice being given.  
Consult us for other diameters, colours and features. Ask our Sales Department about  
the minimum purchase amounts assigned to non-standard diameters
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•	Product certified by the French quality 
association AFNOR in line with NF021 
certification protocol.

•	Hose especially for fire extinguishing 
equipment manufactured in accordance with 
EN 694.

•	Temperature range between -20ºC and 60ºC.

Features

Applications

 �Hoses for fire extinguishers with water or dry chemical 
extinguishing agents.

Flexible, multi-layer hose with a reinforced, braided, 
polyester thread interior to be used in fire extinguishers. 

Manufactured in accordance with EN 694.

R.I.A.®

Internal layer in black 
PVC.

Middle layer reinforced with polyester 
thread mesh to provide great 

resistance to breakage.

Outer layer in 
black PVC.

FREE FROM 
Cd / Pb / Ba

INDUSTRIAL 
USE

HIGH QUALITY 
CONTROL

HIGH 
PRESSURES

ø INT  
mm

INT ø  
in

ø EXT  
mm

WEIGHT
g/m

OPERATING 
PRESSURE  

bar

PRESSURE 
BURST PRESSURE  

bar
COLOURS 

AVAILABLE

19 3/4” 26 315 12 42

25 1” 32 440 12 42

33 1” 5/16 41 670 7 24,5

EQUIPMENT POUR PISCINE
NF385

www.marque-nf.com
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